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DETAILS OF CONSTRUCTION AND WORKMANSHIP NOT SHOWN IN THIS DRAWING

SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

 

PLAQUES SHALL BE INCIDENTAL TO ALL NEW INSTALLATIONS.

 

WHERE SHOWN IN THE PLANS, REPLACEMENT PLAQUES WILL BE MEASURED AND

PAID SEPARATELY.

 

FASTEN TOP, CENTER AND BOTTOM OF PLAQUE TO POLE OR OTHER LOCATION

AS FOLLOWS:

 

     GALVANIZED STEEL SHAFT - STAINLESS STEEL POP RIVETS

 

     A588 STEEL SHAFT - SHIM FOR DRAINAGE WITH STAINLESS WASHERS;

                        FASTEN WITH STAINLESS SELF-TAPPING SCREWS

 

     ALUMINUM SHAFTS - ALUMINUM POP RIVETS

 

MOUNTING HEIGHT SHALL BE APPROXIMATELY 5.0’ ABOVE CURB OR

SHOULDER.  ADJUST IF IT IS KNOWN THAT REQUIRED TRAFFIC SIGNS WILL

OBSTRUCT.

 

PLAQUE MATERIALS:

 

     BASE - SHEET ALUMINUM, 0.060" THICK.

 

     FACE - WHITE, SELF-ADHESIVE VINYL SHEETING, NON-RETRORFLECTIVE

 

     LINES - BLACK,  �" WIDE, SELF-ADHESIVE 

 

     CHARACTERS - BLACK, SELF-ADHESIVE, SERIES "D", SIZE AS SHOWN

 

     COLOR PATCHES - VARIOUS COLORS, SELF-ADHESIVE VINYL SHEETING

 

WITH THE APPROVAL OF THE ENGINEER, THE BASE MATERIAL MAY BE OMITTED

AND THE FACE ADHERED DIRECTLY TO THE SURFACE, IN CASES SUCH AS

SMOOTH, CLEAN ALUMINUM POLES.

 

ALTERNATIVE COMPUTER-GENERATED SIGN LETTERING MAY BE ACCEPTED IF

THE ENGINEER FINDS IT TO BE EQUIVALENT.
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COLOR PATCH

COLOR PATCH CODE FOR HPS AND LED LUMINAIRES

NO PATCH

ORANGE

BLUE

ORANGE WITH WHITE STRIPE

RED

GREEN

BROWN

BROWN WITH WHITE STRIPE 

HPS LED COLOR PATCH CODE

CATEGORY D

CATEGORY C

CATEGORY B

CATEGORY A

CATEGORY UDL

 

     1000 WATT 

      400 WATT 

      310 WATT 

      250 WATT 

      200 WATT 

      150 WATT 

      100 WATT 

       70 WATT 

 

 

 

Feb. 2015 /S/ Ahmet Demirbilek

STATE ELECTRICAL ENGINEER

SDD 10A2 Identification Plaques Light Poles



Version 3 Standard Detail Drawing 10A2 April 16, 2015 
Identification Plaques Light Poles 

References: 
FDM15-5 Attachment 30.5 and 30.6 for conventional symbols. 

Bid items associated with this drawing: 
ITEM NUMBER DESCRIPTION UNIT 
NONE 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
SDD 9E1 Pole Mountings 
SDD 10A17 Poles 

Design Notes: 
Text or naming conventions will vary among districts and municipalities. There is no requirement to use this 
SDD or to specify plaques on light poles. 

Contact Person: 
Ahmet Demirbilek (414) 220-6801 

 (414) 322-9606 (Mobile) 
 

https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.5
https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.6
https://wisconsindot.gov/rdwy/sdd/sd-09e01.pdf#sd9e1
https://wisconsindot.gov/rdwy/sdd/sd-10a17.pdf#page=1
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